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 MODEL TWE-ET50-11  FEATURES   

 Axis 11   11 Axis Torsion Coiler   

 Copper Wire Diameter Ø 1.0-5.0mm  Safety Cover   

 Steel Wire Diameter Ø 0.8-3.0mm  Accurate diameter and position   

 
Outside Diameter Spring Ø 10.0-50.0mm  

7 slide arms, 1 spindle (movement 
up/down), 1 rotary spindle (right only), 
1 free arm, 1 decoiler  

 
 

 Max leg length  80mm  Face to face cut (2 slide arms to cut)   

 Movement up/down spindle  200mm  Windows Controller   

 Horizontal movement spindle ±50mm  YASKAWA Servo Motor (Japanese)   

 Max Feeding Speed 100m/min  Probe or laser   

 Wire Feeding Value 0.01-10000.00mm  Optional Right/Left movement spindle   

 Input Power  220V 2P 50/60Hz 
 Program Storage   2000 plus 
 Wire Feed Servo Motor 1.5kw 
 Slide Arm Servo Motor 0.75kw x 7 
 Spindle Rotary Servo Motor  1.8kw 
 Spindle Up-Down Servo Motor  1.8kw 
 Free Arm Servo Motor 0.75kw 
 Dimensions (L x W x H)  1350 x 950 x 2050mm 
 Weight of machine  700kg 


